Site: Genuine Parts
Location: 700 North Olin, Indianapolis, IN
Job #: 2125641E

Personnel Present During Sampling:

~EtivForsuson, ENVIRON &. MeRQe

GROUND WATER SAMPLING
FIELD DATA FORM

well#:_ WMW-10~1 £

Sample LD. #: _m%!-w -
%0

Sample Time:

Sample Date: yo12 {12

Well/Purging Information:

1) (o)

Purging method: 1) Well depth (from top of measuring point)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: ! 0 ft. 4) Volume of water standing in well 4) (gal)
Top of well screen; ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required (®)]
Well material: / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \© (sec) Pressure: | } (psi)
Discharge time: = (sec) Cycles per minute: __ &
Stabilization:
Depth to Volume Pumping Condyetance Turbidity DO ORP
Time Water (ft) Pumped ( L ) Rate .N pH &w\ (NTU) Temp (°C) (mg/L) (mV)
_ad% B 200 - _-= - - - -
12:50 IS VS _200 VA o082 _Wo RS 31T S
55 B AS 200 VA3 0.962 16.5 V331 2497 _n38
|00 1515 200 LA 0.F3 .3 (A.82 2.4 134
%05 S oS 260 L 0.3 32 2.3 13
B 15.us 200 (.99 _0.3LM4 _\o.| 3.9 2,64 _\ed
13s = 200 % 0aeM 2.¢ 3¢ 2.01 i
1220 1SS 200 L.81 o34 2.9 _\gs 2.0y 13
12,2 \S% 200 .9 o3 2.8 (1.5 2.00 2

Sample Parameter

NOC Lo mL

Sample Volume

Preservation/Prep

Hee

Number of Bottles

Y

Bottle Type

{s) VIAL

Comments/Observations/Weather Conditions:

cLoupN  Wiewdy  mist

~S1'F

ALt LMo

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of + 0.1 pH, £3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: !!SW’ l‘*b
Location: 700 North Olin, Indianapolis, IN Sample I.D. #: M -
Job #: 2125641E Sample Time: | "4%
Sample Date: ()| | |2
LJ ‘ .
Personne] Present During Sampling;
efrisFemmson, ENVIRON Z): .MeRcel.
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging @__{ 0.0 ‘ (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: l O ft. 4) Volume of water standing in well ) (gal)
Top of well screen; = ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: ] % ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required )
Well material: / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \& (sec) Pressure: ! i (psi)
Discharge time: S (sec) Cycles per minute: j
Stabilization:
Depth to Volume Pumping Condugtance Turbidity DO ORP
Time Water (ft) Pumped ( L¢ ) Rate N pH MOl (NTU) Temp (°C) (mg/L) (mV)

1310 0.0 2.00 730 0.900 _\.B (L.B2 O.V2 4B
11 10.02 200 1M oB\F 0F w2y o008 |IS!

\320 [Q.02 200 12 _0-82Z 0.0 el o000 _\S3
\%:25 10.02 200  3Jl 0.B24 0,0 Jb.oo o.00 1S3
17:%0 {0.62 200 34| 0.82S 0.0 IS.89 0oco 5%
325 10.02 200 AW 0.826 0.0 5.863 _ooo0 _IS2
Sample Parametef Sample Volume Bottle Type Number of Bottles Preservation/Prep
NOC NOowL 4OmL 3 Heo
omments/Observations/Weather Conditions: MD\ 4 M\N ~ bs. F

STARY- .00

Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to
water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of = 0.1 pH, +3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING
FIELD DATA FORM

Site: Genuine Parts
Location: 700 North Olin, Indianapolis, IN
Job #: 2125641E

wen#: MWF [HBR

Sample LD. #: WAW -\ DL

Sample Time: \S %0

Sample Date: /Ot ({12
Personnel Present During Sampling:
~ChsFermmom, ENVIRON (& Mee-Cee
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) M S { (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: !5 ft. 4) Volume of water standing in well “4) (gal)
Top of well screen; 10 .s ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake setat: __\ ﬂ ft. below measuring point (Required for well volume purging approach only)
Casing radius: 7L in. 5) Number of purge volumes required 5)
‘Well material: %i / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \© (sec) Pressure: / 9 (psi)
Discharge time: S (sec) Cycles per minute: ﬂ
Stabilization:
Depth to Volume Pumpi Condugtance Turbidity DO ORP
Time Water (ft) Pumped ( L ) Rate (&IB‘) pH (MsLﬁ (NTU) Temp (°C) (mg/L) (mV)
s e 200 - - - - _ _
Y:3s .52 200 315, _\.2L @0 1743 .51 \38
|4+40 52 200 153 1.23 s \3.q L3S ™
Hus sz 200 150 _1.22 Y. 13,2 1.22 Yo
M50 sl 22,00 349 W22 3.2 \1.22 )29 1o
UesS sz 200  AM3 .22 2.0 A2 A4 4o
1S00 L9L 200 143 .22 2% I = 0 SN P s B e
|50 .52 200 A4 \-22 2.0 170w 1.\8 139
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
voL 120mL YO mb viae 3 HC-
Comments/Observations/Weather Conditions: ‘ A oDy ‘\)5 .F
Turtie Staec- M2

Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of + 0.1 pH, 3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: MN" \SO (, N)
Location: 700 North Olin, Indianapolis, IN Sample LD. #: \N\N" \ﬂ)
Job #: 2125641E Sample Time: QR
Sample Date: \O{2. |12
Personnel Present During Sampling:
~ShrrFerpweon, ENVIRON & MeRcCER
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) 1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) t i, 52 (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: _ |& ft. 4) Volume of water standing in well “) (gal)
Top of well screen; < ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: \\» ft. below measuring point (Required for well volume purging approach only)
Casing radius: 2 in. 5) Number of purge volumes required )
‘Well material: Pla / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other: ~ _—
Bladder Pump Controller Settings (if used): Recharge time: \ O (sec) Pressure:  |\e (psi)
Discharge time: =3 (sec) Cycles per minute:
Stabilization:
Depth to Volume Pumping Condz ance Turbidity DO ORP
Time Water (ft) Pumped ( L ) Rate uﬁ)N pH [CLS ju‘)‘ (NTU) Temp (°C) (mg/L) (mV)
000osS 13.34 \SO = - - - - —
0910 3.3 \sD LWSL 0.2 6.4 Wq0 _0.1S 220
RS 12.34 o b3 o831 a5 _13.19 e.0 1%
0920 1324 SO LAv 0.981 1.3 312  o0.00 |9}
0925 1334 1D LA 0.2 L.2 1327 0.0 _\I0
0950 234 SD__ 86 _0.633 _H44 (343 0.0 |y
0y  12%.34 D bRl _0.832 oM U 060 1SS
0®" 4o 12.24 50 LBl o0.237 0.2 (AM3 o.00 _\S|
M5 1234 IS0 (8L 0831 0.2 1242 e.c0 48
0850 2.2 wo vB82 0932 0.2 [FMv _6.00 I4S
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
NOL \LOmL Yo mL yiaL 3 Heo
Comments/Observations/Weather Conditions: LLOURN ’ W,ﬁ‘ ‘u\N N 55' c
Furge ARt - 0155
Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of + 0.1 pH, +3% conductivity, 10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: !! !\N' \,S s ( gg& ’
Location: 700 North Olin, Indianapolis, IN Sample LD. #: _‘Mw -1
Job #: 2125641E Sample Time:  |O%30
Sample Date: fo/2 /12
Personnel Present During Sampling:
~Gluis Ferguson, ENVIRON é MerceR
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) ()] (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) M (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: I% ft. 4) Volume of water standing in well 4) (gal)
Top of well screen; s ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: ! \o» ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required (5)
Well material: m} / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: 10 (sec) Pressure: | lo (psi)
Discharge time: =Y (sec) Cycles per minute:
Stabilization:
Depth to Volume Pumping Condygtance Turbidity DO ORP
Time Water (ft) Pumped ( L ) Rate MN pH o (NTU) Temp (°C) (mg/L) (mV)
gt 4.1% =D - - - - . -
0450 4.\% IS0 wBv o0.328 3.2 _\S.23 .09 _LlF

L o) 4.1% SO0 w83 pF2s 1.2 513 2,85 _|vq
_ooo 418 |=p WP 0.722 O 15.03 2.3 1]
10:0S .19 SO W p. 72 0L BN 234 (WS

1010 19 = L 0.720 0.5 _1S.03 2.29 1,3
101S 418 1D (80 0.720 _p,A 1503 226 b2
(0:2:0 419y 1IS6 b.dl 0.1 o012 Is5.00 2.25 o

1025 WM.\D IS0 L 0.MA .31 \s.00 2.23 1o

Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep

VOC 120mL 4O ml AL 3 Hev

Comments/Observations/Weather Conditions: abupy . Mgl -857 °t - Wil casINg (% CRACLED
START _OF40 \
Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of + 0.1 pH, +3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: M\N-’ \5-2_
Location: 700 North Olin, Indianapolis, IN Sample LD. #: yWW= 1552/ MN-852- Mmo
Job #: 2125641E Sample Time: __[{@? B0
Sample Date: O v LW 2
Personnel Present During Sampling:
—Chris-Eerausan, ENVIRON G MeelER
Well/Purging Information: .
Purging method: 1) Well depth (from top of measuring point) (1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) I (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = (€)] (ft)
Screen Length: !5 ft. 4) Volume of water standing in well 4) (gal)
Top of well screen; ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: \ ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required )
Well material: / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settingsvgif used): Recharge time: {© (sec) Pressure: [ 8 (psi)
Discharge time: < (sec) Cycles per minute: "f
Stabilization:
Depth to Volume Pumpin Condugtance Turbidity DO ORP
Time Water (ft) Pumped (L Rate ( N pH mﬁzw‘) (NTU) Temp (°C) (mg/L) (mV)
15:40 \24% 200 - - - - - -
1550 1>.9% 2% 3N 052 _2Le _19.5] 0:iws _\32
1556 12,98 200 18l 08s7 /9.0 (9Lo o.s1 129
|00 1298 200 A8 0,553 9.9 1%e¢. o5\ \25
W 0S %49 200 92 o05S\ 1.2 1.3 o053 12}
|10 2.4% 200 1.83 6.5 .M 19979 _0.58 126
s %49 20 .94 _o.SSt 4.0 12.92 o.5) 120
w20 (%49 200 A4 _o.sst _3.9 \9.8¢ o.51 |20
s 249 2,00 4.83 o.ss0 _Y.0 19.8% o.sb _l2o
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
\VoC 200 me Homb AL 4 per
Comments/Observations/Weather Conditions: cloupy , RAWN, ~ LWL °F

Proe amer- 186:2% .
OULRCT WS | msD

Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to
water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of * 0.1 pH, +3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: MW‘ 1‘53
Location: 700 North Olin, Indianapolis, IN Sample ID. # VAW~ IS 3
Job #: 2125641E Sample Time: | 2\2.5
Sample Date: /O /¢ [ 12—
Personnel Present During Sampling:
€trisFerenserm ENVIRON ﬁ MeRrcew
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (€)) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) [ 2. ‘_Iq (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = A3) (ft)
Screen Length: l? ft. 4) Volume of water standing in well “4) (gal)
Top of well screen; .; ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake setat: [ ft. below measuring point (Required for well volume purging approach only)
Casing radius: % in. 5) Number of purge volumes required 5)
Well material: P / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: / (2] (sec) Pressure: /. ? (psi)
Discharge time: S (sec) Cycles per minute:
Stabilization:
Depth to Volume Pumping R Condygtance Turbidity DO ORP
Time Water (ft) Pumped ( L Rate ( M‘J‘ pH w ( (2] (NTU) Temp (°C) (mg/L) (mV)
240 1ZMb 2.00 = - — — — -
12:4s 2L M40 200 1.0 .93 4.3 1L.b2 0.0c0 @]
2.0 Y 200 U3 .99 _3.3 lb.SF 0.0 )
1L &5 17 .Ye 2.00 A4 L.gY 3.0 .51 0.00 =1
| %: 00 (- U 200 43 1.9l 2. lb.SH .00 A3
1305 12.46 2 00 14 .39 2.0 S22 o0.00 43
%10 .4 200 45 M 2.5 .50 ©0.00 YO
131S R (P 200 IMS L3S 2S v4q .00 2p
\%:20 L.4b 200 4o 14 2S5  1LbM8 .00 33
Sample Parameter Sample Volume - Bottle Type Number of Bottles Preservation/Prep
oL \ZowmL HO wil wiAL 3 e
Comments/Observations/Weather Conditions: C,LWAD‘I ~ [po .F
T\
Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of + 0.1 pH, £3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: MN’ \,Sq
Location: 700 North Olin, Indianapolis, IN Sample LD. #: (\W- 1St}
Job #: 2125641E Sample Time: [2.:085
Sample Date: lof1 12
Personnel Present During Sampling:
Ehrio-Ferauoor ENVIRON é Wedlel
Well/Purging Information:
Purging method: \,O\N’ TLow MWL Puml 1) Well depth (from top of measuring point) (€)) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging @ / 5. 3 / (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: \S ft. 4) Volume of water standing in well “) (gal)
Top of well screen; 5 ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at:  \" ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required 5)
Well material: @a / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: 1O (sec) Pressure: / (psi)
Discharge time: xS (sec) Cycles per minute:
Stabilization:
Depth to Volume Pumping Condugtance Turbidity DO ORP
Time Water (ft) Pumped (_: ) Rate ( l!)L ) pH (MS‘M (NTU) Temp (°C) (mg/L) (mV)
ll"zo lquz 2-00 T e— ~— p— o —-— -
|1:%% 12.42 2 00 s .29 H.0 \e.q2  0.00 _\43
=40 132.92 200  FLB 1286 32 1L.WS .00 I3
Wi 1242 200 334 _\.213 2.4 \pL' p.oo M9
150 1292 200 o4 2L 2.4 \LS® o0.00 \\\
155 12.92 200 39S 120 30 bS? _s.00 _\Ob
1. 00 3,92 7 00 7937 .26 3o L o0.00 |06f
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
\NOC 120 mL YO ml vaL 2 Koo
LComments/Observations/Weather Conditions: CLOUDN ~ SV°F
Tuetie seer- \\* 25
Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of = 0.1 pH, 3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING
FIELD DATA FORM

Site: Genuine Parts
Location: 700 North Olin, Indianapolis, IN
Job #: 2125641E

Personnel Present During Sampling:
emregmenvion (4, MERCE R

well#: _ WMW- IS
Sample LD. # MW~ 1S o
Sample Time: ~ {{ **4O

Sample Date: lQ zz l ‘ z

Well/Purging Information:

Purging method: 1) Well depth (from top of measuring point) 1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) zz.ql (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: 6 ft. 4) Volume of water standing in well “) (gal)
Top of well screen; ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: ! (V- é ft. below measuring point (Required for well volume purging approach only)
Casing radius: % in. 5) Number of purge volumes required (5)
Well material: / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \O (sec) Pressure: b (psi)
Discharge time: = (sec) Cycles per minute: "-(
Stabilization:
Depth to Volume Pumping Condugtance Turbidity DO ORP
Time Water (ft) Pumped ( L ) Rate ( ’Wﬂ pH (é_p) (NTU) Temp (°C) (mg/L) (mV)
A0 ML S0 - - - - - -
1: 0% (241 _1sD  1.03 o 2.3 1039 o0.00 \&Q
{1i10 M 506 302 0.6\Z 0.6 b4 _0.00 49
1de) 2.4\ 156 [F.03 0582 o.0 i3 ouao 1Y
\:20 1241 IS0 .62 o0.5vh _0.0 _\®.10 0.3 135S
(1S 2.4\ SO 201 0.9 ©o.0 713 6,24 123
i-%0 (2.44 IS0 3R o0.589 6.0 (IS  o.3¢ @7
w3 [2.41 IS0 3.02 0559 _eo _[H[T 0. JO
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
YOC 0o mL _UOmL yimn HoL

Comments/Observations/Weather Conditions:

1085

Boudy, LIGHT AN, ~S\OF

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of £ 0.1 pH, 3% conductivity, 10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING
FIELD DATA FORM
Site: Genuine Parts Well #: 'MN— lb'
Location: 700 North Olin, Indianapolis, IN Sample ID. #: MWL [ mw~ L1 = OYPp
Job #: 2125641E Sample Time:  JFLI&

Personnel Present During Sampling:

Sample Date: /0O /2 [ 12—

—emTSTerEnson, ENVIRON & . Merce
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) [€))] (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) AVIER)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: ft. 4) Volume of water standing in well 4) (gal)
Top of well screen; ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: \5 ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required 5)
Well material: PVC / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: (sec) Pressure: (psi)
Discharge time: (sec) Cycles per minute:
Stabilization:
Depth to Volume Pumping R Cor;dg]tance Turbidity DO ORP
Time Water (ft) ~ Pumped (A= Rate (ﬂiﬂw pH (MAM (NTU) Temp (°C)’ (mg/L) (mV)
\o?5 Sl 200 -~ - - - - -
|o+410 5 .\ 200 A0 o846 .| \ 9.3 2% Lo}
o 4s 5.\ 200 3.0%3 o0.95% _0.0 1782 243 (|0
WisD Sl 2.00 702 o.pel 0.0 17 224 \a
W55 5l 200 0\ 0.3 .o _L3Se 2.22 1LY
{300 S Lo 200 0.Y9HS o0 N4 222 129
305 S.bl Zoo 301 0.%b o.0 _FMO 220 V3D
V%10 S Aol 200 900 0. 0.0 X 2.20 1FHA
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
NOL 240wl Howl \iaL ) e

mments/Observations/Weather Conditions:

Moty caudy ~ LY E

«taR1-1\0' 30

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of = 0.1 pH, +3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: MW’ I b‘s
Location: 700 North Olin, Indianapolis, IN Sample LD. #: - |7
Job #: 2125641E Sample Time: Y5
Sample Date: /0/2_[[ 2-
A 13
Personnel Present During Sampling:
frrsFersnsom ENVIRON 4. MERCER
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (D) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2 ‘ v Z ! (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: __ \© ft. 4) Volume of water standing in well “) (gal)
Top of well screen; o ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: \52 ft. below measuring point (Required for well volume purging approach only)
Casing radius: z in. 5) Number of purge volumes required 5)
Well material: P@ / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: [ O (sec) Pressure: [5 (psi)
Discharge time: < (sec) Cycles per minute: 2
Stabilization:
Depth to Volume Pumping Condugtance Turbidity' DO ORP
Time Water (ft) Pumped ( L ) Rate (AM pH ( o (NTU) Temp (°C) (mg/L) (mV)
1705 Wal = - - - - - —
- .
uo 1. 3! IS0 L3I 03I _BLO 1.9 142 182
s 11.3!

\3-20 .5l 1SL

150 bak 033 25

1843 1.9 137

32 0.984 0.4 18.89 p.98 (72
3as  uat S0 @2 0.387 0.2 1892 _0-B\ _\e8
3 %0 1.2t IS0 b3\ o03eA 0.0 _\D%8 0.3 _|4
12s L3l o L3 0398 _0.0 \8.29 0.5 (L3
3:4o I3l IS0 ¥ 038 _p.0 18.9F 0.4 w0\
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
NoC 20mL— Howmd— WAL = P

Comments/Observations/Weather Conditions:

s S

CLOADN ~ L\F

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of + 0.1 pH, +3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: M \w )
Location: 700 North Olin, Indianapolis, IN Sample 1.D. #: Mw’ \
Job #: 2125641E Sample Time: &) OD
Sample Date: [O‘Zl \2
Personnel Present During Sampling: _
—efrisFersusonENVIRON &, WMeecee
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) E (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: \ D ft. 4) Volume of water standing in well 4) (gal)
Top of well screen; ! o ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: :Z z ft below measuring point (Required for well volume purging approach only)
Casing radius: 7 5) Number of purge volumes required [®)]
Well material: Eg / #316 SS/ Galv. Steel " 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \D (sec) Pressure: ] (psi)
Discharge time: = (sec) Cycles per minute: j
Stabilization:
Depth to Volume Pumpi . Condygtance Turbidity DO ORP
Time Water (ft) Pumped ( L ) Rate (MKM'N pH (ﬂﬂw (NTU) Temp (°C) (mg/L) (mV)
|4:1D a.3s sn - - - - - -
.
415 Q.23 50 A00 0424 s l3 o0.00 32
420 43z IS0 Wil 0.43b I3 _\w.oM 0.08 _|b8
.
K25 19.35 S0 L4r 0431 58 1549 2.00 |63

420 19-35 Sdb blb 0.4%1 4.0 IS99 o.0c0 (51
425 .35 D vlv 042, 2.0 1581 e.00 _|SI

1440 .35 S0 WA 0% v.bw 1583 0o M1
WM 1 .2x¢ IS0 bl 0931 0.5 159l o0oo Y2
H.SO 35 1sD v.a1l 094231 o.9 IS.02 ©.00 138

s 19% S L8l 0431 65 158l o0.00 136

Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
Vo 20wl qowml sen 3 Hel
Comments/Observations/Weather Conditions: LLouDy | MmisT ~sqog
.
Rees TALT \Y10S

Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to
water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of £ 0.1 pH, 3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: m !Mw 'l ﬁ 5 ( Eﬁ-\-)
Location: 700 North Olin, Indianapolis, IN Sample L.D. #: )A!— | Sﬁ
Job #: 2125641E Sample Time: /&2 &
Sample Date: ({2 112
——

Personnel Present During Sampling:
~EhrisFerTISOM ENVIRON . Wepcer

Well/Purging Information:
Purging method:
Sampling method: Low-Flow
Tubing material:
Screen Length:

!O ft.
Top of well screen; 0 ft. below measuring point
Pump intake set at: ‘ 3 S ft. below measuring point

Casing radius: 2 in.
Well material: / #316 SS/ Galv. Steel

Other:

Bladder Pump Controller Settings (if used):

Recharge time:
Discharge time:

Stabilization:

(6]
2

1) Well depth (from top of measuring point)

2) Depth to water prior to purging

3) Length of water column in well: #1 - #2 = 3)

4) Volume of water standing in well 4)
multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
(Required for well volume purging approach only)

5) Number of purge volumes required 5)

6) Maximum volume to be purged: #4 x #5 = (6)

\D

(sec)

> Cycles per minute: _L‘_

(sec)

2

(6
(0
(fo)
(gal)

(gal)

Pressure: l ‘a (psi)

Depth to Volume Pumpin Condygtance Turbidit; DO ORP
Time Wafer &  Pumped(l___ ) Rate( . iN pH mﬂwﬂ (NTU)y Temp (°C) (mg/L) (mV)
|4\ YA \SO = N
Qs Y2l \SD 109 6324 l-&a B-00mwm 0.00  -15
420 1.2 SO A0 oW 1B 22.09 ,.00 -3
4:25 .2\ IS0 WA o wS3 Q.0 2240 v.00 -V§
4:%0 -2 160 W o0.WSO 0.0 P .00 _-w%
9% (4.2 10 W82 0.LSY 0.0 220 0.00 LY
440 420 15D L bWt 6.3 2280 b.00 - bl
e .20 S0 L, 30 OVSo 0.3 2230 000 -5
\4is0 M2l S0 L.l 0.4sd 0.3 2235 0,00 - WM

Sample Volume

20m

Sample Parameter

NOC

Number of Bottles

2

Bottle Type

4O mlL U

Preservation/Prep

[ L

MosTLy

CLouoM, WinDY *WwBeE

Comments/Observations/Weather Conditions:

x - 4es

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

Low Flow Sampling:

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of = 0.1 pH, +3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: . \\05 D
Location: 700 North Olin, Indianapolis, IN Sample I.D. #: =~ US &
Job #: 2125641E Sample Time: (p: o0
Sample Date: 3\\2
’ A2
Personnel Present During Sampling:
~EhrisFergmsom, ENVIRON @, , \MERCEK
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (D (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging @ _/ g, ol (fv
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: 5 ft. 4) Volume of water standing in well “4) (gal)
Top of well screen; jL ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: fg,ﬁ ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required 5)
Well material: W / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: /O (sec) Pressure: 28 (psi)
Discharge time: < (sec) Cycles per minute: j
Stabilization:
Depth to Volume Pumpi N Condugtance Turbidity DO ORP
Time Water (ft) Pumped ( (/ ) Rate @N pH ( (NTU) Temp (°C) (mg/L) (mV)

\S\S {4.01 =10)]

1525 .0\ IS0 1%0\ Q,g, |Q‘_72 zo 10 o.00 195
1520 4.0\ IS0 AT} o, fbss 158 _265B 0.00 - |p2

1S5 .o\ 1So AR 0,853 129 2052 .00 -1
54D vy 1560 308 0.8 1LF 2343 0.0 -Yb
Y 14. 01 IS0 300 0.8 A _20M\ o0.00 =@y
550 4o 1SS0 L9l o P IF.9 20.34 e.00 - %3
1555 {H.0) 500 0db o.849 1.9 720.%b p.00 9L
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep

NOC R0 mL VDML ViAL 2 Hee

mments/Observations/Weather Conditions: M’S(L.q C«LNN [} \N\Nﬂ‘l A~ ‘0%0 F
_\CZML\’ 15\0

Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to
water measurements every 3 to 5 minutes. If excessive drawdown (0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of + 0.1 pH, +3% conductivity, +10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: MW’ !Vb%
Location: 700 North Olin, Indianapolis, IN Sample I.D. #: MW - ’ bb 6
Job #: 2125641E Sample Time: /0’25
Sample Date: {2 |12
Personnel Present During Sampling:
—CHTSFRrTSon, ENVIRON &. MeeCe®
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (1) (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging (2) ﬁ. 22 (ft)
Tubing material: _& 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: \ Q ft. 4) Volume of water standing in well 4) (gal)
Top of well screen; 1o ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake setat: __ /8" ft. below measuring point (Required for well volume purging approach only)
Casing radius: 2. in. 5) Number of purge volumes required 5)
Well material: IM / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: / O (sec) Pressure: | —"* (psi)
Discharge time: r~ (sec) Cycles per minute:
Stabilization:
Depth to Volume Pumping Condugtance Turbidity DO ORP
Time Water (ft) Pumped ( L- Rate ( “)N pH ( (NTU) Temp (°C) (mg/L) (mV)
] -
V1S |qgas 150 ~ - - ~ -
05S 1405 SO B 102 1.9 . 0.0 PR
1000 445 150 953 1,02 _Lb 1305 s.00 38
10:05 .45 156 wSb 1.63 .S _1}.05 o.00 Y
0.0 .45 IS0 LR _|.03 L4 \F.o04 0.9 3
\0.15 495 IS0 Y _1.03 1.3 12.05 _0.% 2o
10420 4.9 =) w39 (.03 1.3 (1:0b o©.06 3|
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
voC 20 m Yo mb vim 3 HeL

A)

Comments/Observations/Weather Conditions:

UbudN +E53°¢C

- 0935

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of £ 0.1 pH, 3% conductivity, 10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: N " \W D
Location: 700 North Olin, Indianapolis, IN Sample LD. #: ,MW - llg(a D
Job #: 2125641E Sample Time: /2. "DE
Sample Date: /O[3 [12.

Personnel] Present During Sampling:

-efrtsFermuson, ENVIRON . MERCER.
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) (€)] (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) . (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: 5 ft. 4) Volume of water standing in well “4) (gal)
Top of well screen; ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required (6))
Well material: @C / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = 6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: 10 (sec) Pressure: 50 (psi)
Discharge time: S_ (sec) Cycles per minute: 1
Stabilization:
Depth to Volume Pumping Conductance Turbidity DO ORP
Time Water (f)  Pumped (L)  Rate MUMIN  pH ( @Lﬂ\ (NTU) Temp (°C) (mg/L) (mV)
ius I4.30 \=0 335 1.0 Ll 33 o0.00 -9
Wso “.30 s H1q4 /. .| Jbs1 o0.c0 -103
1y “ro \<D .08 _\.W\ @.2 _\LMdbo ©.00 - |62
\2..00 \4.3o \<O b.1 .\ S.9 IS}  e6.00 - \00
\2:05 14,30 lso  kdo _Lu 4.9 |uwS0 _o.c0 -43
\2.+10 4.0 1% 3% 1.1l s .\ 1Lb.S2 e.c0 -4y
ALMS _14.30 \sD 0327 .U (-3 e o.00 -42
25 .30 b wsb _Lw LY .43 ©0.00 -
12:50 430 150 0,52 1o L3 sz e.00 -83
Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
\jo« \Zo mL UOmL w1 3 HeL
Comments/Observations/Weather Conditions: w ~0\°}

Vuege st - (1125

Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to
water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of + 0.1 pH, +3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: MW-167D
Location: 200 A Ol Aosaue it t M-'c.kn‘_sil\ Sample LD. #:_ JAL/ -1 1D
Job #: [ Sample Time:
M p
Eh&‘ on 'd"j Sample Date: /O8I

Personng] Present During Sampling:
Garrvet Mercer, ENVIRON

Well/Purging Information:
Purging method:
Sampling method:
Tubing material:
Screen Length: S ft.
Top of well screen; 'C-B ft. below measuring point
Pump intake setat: __ 2 4.2 ft. below measuring point

BJLd_du" Pvmlp

Low-Flow
LDPE

1) Well depth (from top of measuring point} (1) 33 (ft) 3o, 7<

2) Depth to water prior to purging (2)_Ir9% (ft)
3) Length of water column in well: #1 - #2 = 3) (f1)
4) Volume of water standing in well (4) (gal)

multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
(Required for well volume purging approach only)

Casing radius: z in. 5) Number of purge volumes required (5)
Well material; @ / #316 857 Galv. Steel 6) Maximum volume to be purged: #4 X #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: 10 (sec) Pressure: L Xe) (psi)
Discharge time: s (sec) Cycles per minute: Yy
Stabilization:
. Depth to Volume Pumping , Conductance Turbidity DO ORP

Time Water (ft) Pumped ( )] Rate ( i"lﬂ!)\ pH () (NTU) Temp (°C) {mg/L) (mV)
1247 199 200 (,%Y4 .07 2.5 1918 257 (4
125} 17,68 LIl o7 230 /8,86 7.0/ -3¢
1255 17,98 049 1,09 /8.8 8.6Y 6.38 k4
1259 12,98 ar; Lo 5.8 /8.3 582 -So
B3 1298 707 107 135 Ifey Sy 52 Tew
1309 198 7.08 167 0.3 /(4.2 468 -4g ot
1313 17.98 242 1,07 7.88 /8 92 422 -5%
131y 17.98 T 102 866 /8.88 3.2 -58
1321 17.98 72,20 1,07 8.4s 18,99 342 62
325 12,18 7,23 o7 2o 1849 2.96  ~fu
/329 .92 A/ s Lo7 5.2 /8.9 260 ~46
333 /9.98 V728 4,03 439 %0 U3 "8
Sample Parameter Sample Volume Bottle Type Preservation/Prep

voc, 40 L Vo4 HEL

Comments/Observations/Weather Conditions:

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth 10

water measurements every 3 to 5 minutes. If excessive drawdown (0.5 1.}, reduce purge rate (0.2 L/min). Stabilization with three successive

readings of = 0.1 pH, +3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Well #: M {2D
Location: Sample LD. #: A~ D
Job #: Sample Time: 1367
Sample Date: JOo-25~12
Personnel Present During Sampling:
Matt Hennessy, ENVIRON
Well/Purging Information:
Purging method: Bladder Putnp 1) Well depth (from top of measuring point) (1) 3e,20 (fr
Sampling method: Low-Flow 2) Depth to water prior Lo purging (2) Iﬂ Y ([
Tubing material; LDPE 3) Length of water column in well: #1 -#2 = (3) (fty
Screen Length: ¥ fi. 4) Volume of water standing in well 4 (gal)
Tap of well screen; k3 E ft. below measuring point multiply #3 by 0.1632 for 2" 1D and 0.0408 for 1" ID wells.
Pumpintakesetat: & %+3 8  ft. below measuring point (Required for well volume purging approach only)
Casing radius: H in. 5} Number of purge volumes required (3]
Well material; @ / #316 88/ Galv. Steel 6} Maximum volume to be purged: #4 x #5 = (6) (gal}
Cther:
Bladder Pump Controller Settings (if used); Recharge time: 10 (sec) Pressure: 2 € (psi)
Discharge time: 5 (sec) Cycles per minute: 4
Stabilization:
Depth to Volume Pumping , Conductance Turbidity DO ORP
Time Water (ft) Pumped ( ) Rate (ﬂl-#ﬂi pH ( ) (NTU}) Temp (°C) (mg/L) {mV)
1337 12.98 20¢ ARy .69 /8.93 204  ~70
1341 12.98 | 73 Lo 3.8, _i8.96 (.67 _~70
(345 17,98 l 7. 30 l.o? 382 /8.79 453 ~J0
1346 17,99 ] .30 1.07 3.43 18.23 L1367/
(353 17,99 V 230 Lo 341 /822 1.3t U
1357 12.98 231 l.o7 3.38 18. %6 L34 -73
Sample Parameter Sample Volume Botile Type Number of Bottles Preservation/Prep
L/oc Yo & V249 3 /et

Comments/Observations/Weather Conditions:

Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 1o 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive

readings of + 0.1 pH, £3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #:
Location: 700 North Olin, Indianapolis, IN Sample LD. #: _MN__L‘* 3
Job #: 2125641E Sample Time: __|{g: 2.5
Sample Date:_‘_o‘z ‘ 12,
Personnel Present During Sampling:
~EfrisFergason, ENVIRON G&. MERLCER_
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) 1) (fv)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) ZZE ! (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: ] !) ft. 4) Volume of water standing in well “4) (gal)
Top of well screen; % ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake set at: ! ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required )
Well material: P / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \0 (sec) Pressure: lh (psi)
Discharge time: = (sec) Cycles per minute: l_-t
Stabilization:
Depth to Volume mpi Conductance Turbidity DO ORP
Time Water (ft) Pumped ( ) Rate ( ‘Ms“ pH @M (NTU) Temp (°C) (mg/L) (mV)

\6'65 l}.ML _‘S — - - -~ - -
545 \3. 62 150 LIS o1l M2 1B3L 000 /5L

=50 13.L2 \S0 LAY 0.3V 10.2 @4 o.06 152
1595 \3.02 \S 0 Va3 p.Re1 .2 9L 0.0 MR
16.00 1%, 0) vaZ o.37  q2 IBHH2 0.9 (4L
{lp:05 (2,62 (=D 0al o. T M 1%.*M _0.0c0 |43
@10 2,02 150 0432 o.M U.B 18.45 ©.0c0 1|
iR 2.2 50 A 0.7 L2 eMT o.00 V39
|\t 220 %3.02 \SD 0.4 0.113 .0 MY o.00 28

Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
oL \20mi O WAL NIWL 2 Hneu
Comments/Observations/Weather Conditions: UJMD‘{ . M“DT ~ S Q‘F
SR \S'30
Low Flow Sampling: Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to

water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of £ 0.1 pH, +3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON



GROUND WATER SAMPLING

FIELD DATA FORM
Site: Genuine Parts Well #: ‘W' 2.,
Location: 700 North Olin, Indianapolis, IN Sample I.D. #: |w,- 2.
Job #: 2125641E Sample Time: OS5
Sample Date: Jo5/ R, /12
7 4
Personnel Present During Sampling:
—ChsisEergusons ENVIRON & Meeer
Well/Purging Information:
Purging method: 1) Well depth (from top of measuring point) [€))] (ft)
Sampling method: Low-Flow 2) Depth to water prior to purging 2) / 5, ZE 3 (ft)
Tubing material: 3) Length of water column in well: #1 - #2 = 3) (ft)
Screen Length: 6 ft. 4) Volume of water standing in well “4) (gal)
Top of well screen; 2. ft. below measuring point multiply #3 by 0.1632 for 2" ID and 0.0408 for 1" ID wells.
Pump intake setat: &, ft. below measuring point (Required for well volume purging approach only)
Casing radius: in. 5) Number of purge volumes required 5)
‘Well material: / #316 SS/ Galv. Steel 6) Maximum volume to be purged: #4 x #5 = (6) (gal)
Other:
Bladder Pump Controller Settings (if used): Recharge time: \O (sec) Pressure: l o (psi)
Discharge time: (=S (sec) Cycles per minute: “‘
Stabilization:
Depth to Volume Pumping Conductance Turbidity DO ORP
Time Water (ft) Pumped (L ) Rate m pH (WA g‘.% (NTU) Temp (°C) (mg/L) (mV)
040 1%.0% 5o — ~ - - - -
09'20 1%.0% /<0 Jlb 69 o0 \FZ1  06.2¢ 220
. N o .
0915 303 IS0 722 0.893 o6 114 o 219
0BH:30  12.0% 50 325 0092 03 NS\ o0.00 _209
0% %5 12.03 150 323 0.843 .4 1y o.00 |49
09%:40 (%.0% s 328 0L o0k \a=H o.00 (41
oh4s  13.0% IS0 129 0.1 . 13S3 o.c0 _I84

08-S0 3.03 50 329 0.90]| 0.b 1tk 6.00 |79

Sample Parameter Sample Volume Bottle Type Number of Bottles Preservation/Prep
\JoC \ 2.0 UOML wine 3 HeL
Comments/Observations/Weather Conditions: GouDN | Ligwr WSSt ~5Pe
Yugee sriex - 05
Low Flow Sampling:

Well purge flow rate of approximately 0.5L/min or less. Collect in-line water quality measurements and depth to
water measurements every 3 to 5 minutes. If excessive drawdown (>0.5 ft.), reduce purge rate (0.2 L/min). Stabilization with three successive
readings of = 0.1 pH, +3% conductivity, £10% temperature, turbidity, and DO. Disconnect in-line water quality meter prior to sampling.

ENVIRON





